-

PRODUCT BULLETIN GYPSUM VENEER BASE BULLETIN NO: B-15D
GYPSUM PRODUCTS TYPE X SUPER DATE: -
i‘" x 48" WIDE PAGE: i—j 7
FOR VENEER PLASTER : of 4
Q ifnovuﬁ: CANCELS:  B-15D
'L\ W 13 ASTM C588 DATE: 1-15-69
] UV“ \39 7 T3
Long Delanco &

T rmula (1b Begech Antioch Seattle Jacksonville
Board Stucco (S-1, S~2) - 1300-1500 1300-1500 1300-1500  1300-1500
Glass Fiber (B-C-1) 3.8-4.2 3.8-4.2 3.8-4.2 3.8-4.2
Paper Fiber (B-G-1)} 10-12 13-15 10-12 13-15
Vermiculite Ore (RM-B-28) 70-75 70-75 70-75 20-75
Starch (B~G-1) 7-10 7-10  7-10 7-10
Dextrcse (mM-B-3) 0-3 c-3 0-3 0-3
Core Foaming Agent:

ALS (B-G-1) 0.2-1.7 - - 0.2-1.7
AAS (B-G-1) — 0,2-1.0 b.2-1.0 —
Lignin none nere ncne npne
End Trim {(B-G-1) 20-35 10-30 20-35 20-135
Potassium Sulfate (B-G-1) 9.5-2.0 0-2.0  0.5-3.0  0.5-2.0 -
Hydrated Lime (B-G-1) 0-0.5 0-0.5 0-0.5 0-0.5
Retarder Rosarioc (B-G-1) — - 0-0.5 — _—

Pgper Liners:

Grade 7004 Coreboard paper for both sides,

may be used on back of 4B" wide Veneer Base,

Paper shall be {ree from quick saturation points,

NCTE:

Grade 7002 Greyback paper ~

Formula is based on U.L. Label Procedure R3543, Section 3.

KG2001462



